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The checklist below give you information for the 
choice of the proportional pressure regulators. 
Also it help to work on your inquiry. The checklist is 
valid for regulators with analog signals, for 
regulator with digital signals call us.   
Please fill in the checklist so detailed as possible 
and fax it to: 
 
0049-7761-550570 
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Flow regulator checklist (03/2010) 
analog regulator 
 

Company: ________________________   

Person: _____________________ ___ E-Mail:    _______________________ 

Address: _________________________________________________________ 

Phone: _____________________ ___  

Fax:  _____________________ ___  
 
Operation conditions   

Medium _________________  Medium temperature ________°C 

Operation temperature of the regulator _______°C 

 

Working pressure (Constant supply pressure of the regulator) 

________bar 

 

Flow range free flow off at working pressure  

________ l/min  

 
The flow range of the regulators relate to the working pressure (supply pressure). Variations of the 
supply pressure cause variations of the flow. If you use another medium than air, the flow range 
specification will be the convert into the value of air which will be equivalent to the used medium. 
 

Control signal (set value) 

 0-10 V  0-20 mA  4-20 mA  internal Potentiometer (Option T)   

 ______ V   /  mA 

 

Actual value output (correspond to the set value, when required define other range) 

______ V / mA 

 

Actual value input (for external flow transducer, no internal flow transducer)) 

 0-10 V   0-20 mA  4-20 mA 

 

Options  

 Connector instead of cable gland 

 Switching output (when actual value ± 0,2 % = set value) 

 

 
 

Please note the second page !
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Description of the application   

Information 
The flow range specification relate to a medium which can free flow off  after the regulator. 
Components after the regulator which cause an back pressure change the flow range. Please note 
this, we are pleased to advise you. Please try to draw a detailed sketch of the application. 

 

Application sketch 
Please specify following data  

 diameter of the pipe on the inlet 

 diameter of the pipe on the outlet 

 consumer after the regulator 

 length of the pipe between regulator and 
consumer 

 valves and elements of the pipe after the 
regulator 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


